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Introduction 
 
The RemoteBox family of controllers is comprised of several universal antenna 
switching controllers.  
 
There are 4 models based on the number of inputs and number of antennas it can 
control.  
 
These are the available models: 

• RemoteBox 1x6  (1 RF IN and 6 Antennas) 
• RemoteBox 1x8  (1 RF IN and 8 Antennas) 
• RemoteBox 2x6  (2 RF IN and 6 Antennas) 
• RemoteBox 2x8  (2 RF IN and 8 Antennas) 

 
The RemoteBox devices are NOT antenna switches but the controller with which to 
use a commercial switch or a homemade one. 
 
Some of the commercially available switches tested with RemoteBox are Array 
Solutions - SixPack (2x6), SJ2W switch kits (1x6, 2x6) or MicroHAM switches such 
as Six Switch, Double Six Switch, and many others. 
 
One of the great advantages of the RemoteBox family of controllers is the capability 
to auto switch the antenna port based on Band Data and band changes on the radio. 
It also adds the option to control the antenna switch remotely with a computer, both 
locally or remotely by IP. This is ideal for a remote station. 
 
The RemoteBox can also automate band pass filter selection through the auxiliary 
port.  
 
The user can always see the selected antenna through the LCD display as well as 
the customized labels defined by the user.  
 
  

 It is very important to read the full manual. This product is pretty much 
Plug & Play and very user friendly, however, familiarity with all the software and 
hardware features will yield better results and allow the user to realize the full 
potential of the RemoteBox.  
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About the Manual 
 
This manual is divided in several sections.  
 
There are also annexes with several switch and radio connection diagrams.  
 
Please read carefully the manual prior to making any connections. If any issue 
or problem arises from the use of this device please do not hesitate to contact 
the manufacturer at: 

 
Address: 
 Interlanco Comunicaciones 

Attn: Mr. Pablo García - EA4TX 
 Albasanz 48-50 4º Derecha 
 28037 Madrid - SPAIN 
 
E-mail:  
 jpgarcia@interlanco.com 
 
Web: 
 http://www.ea4tx.com 
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IMPORTANT NOTICE 
READ BEFORE OPERATING THIS UNIT 

 

PRECAUTIONS 

! – THIS UNIT IS NOT A TOY. IT MUST NOT BE HANDLED BY CHILDREN NOR 
PLACED/OPERATED WITHIN REACH OF CHILDREN. 

! – DO NOT LEAVE PACKING MATERIAL FOR THIS UNIT UNATTENDED. IT MAY 
BE HARMFUL TO CHILDREN IF MISUSED. 

! – THIS UNIT CONTAINS SMALL PARTS THAT COULD BE A CHOKING HAZARD 
TO SMALL CHILDREN. DO NOT LEAVE ACCESSORIES UNATTENDED. 

! – DO NOT OPERATE THIS UNIT IN POTENTIALLY EXPLOSIVE 
ENVIRONMENTS. 

! – NEVER ATTEMPT TO INSERT WIRES OR ANY TOOLS INTO THE INTERIOR 
OF THIS UNIT DURING OPERATION. THIS MAY CAUSE FIRE OR ELECTRIC 
SHOCK. 

! – NEVER CONNECT OR DISCONNECT ANTENNAS WHILE IN TRANSMIT 
MODE. THIS MAY CAUSE ELECTRICAL SHOCK OR RF BURNS TO YOUR SKIN 
AND DAMAGE TO THE UNIT. 

! –USE CAUTION AND OBSERVE PROPER SAFETY PRACTICES REGARDING 
YOUR SYSTEM CONFIGURATION. THIS DEVICE IS CAPABLE OF CHANNELING 
RF ELECTROMAGNETIC FIELDS WHICH REQUIRE EVALUATION ACCORDING 
TO YOUR NATIONAL LAW TO PROVIDE ANY NECESSARY ISOLATION OR 
PROTECTION REQUIRED, WITH RESPECT TO HUMAN EXPOSURE! 

 

 

∆ - This unit must only be opened and/or serviced by a qualified technician. Opening 
the unit may void the manufacturer’s warranty 

∆ - Do not operate this unit in areas of extreme humidity. 

∆ - Avoid operating this radio in direct sunlight or other areas of extreme heat, 
excessive vibration, or mechanical force. 

∆ - If this unit is intended for use in commercial applications, special safety 
regulations and cautions may apply to prevent accidents. 

∆ - If any defect, abnormal result, or other observations occur that are not covered by 
the Manual; immediately cease operation and contact the manufacturer or local 
distributor for operational advice or repair of the unit.  
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LEGAL NOTICES 
© 2015 Interlanco Comunicaciones. All rights reserved. RemoteBox®, RMB, EA4TX 
and related trademarks, names, and logos are the property of Interlanco 
Comunicaciones and are registered and/or used in SPAIN and countries around the 
world. 

All other trademarks are the property of their respective owners. 

This documentation including all documentation incorporated by reference herein is 
provided or made accessible "AS IS" and "AS AVAILABLE" and without condition, 
endorsement, guarantee, representation, or warranty of any kind by Interlanco 
Comunicaciones and Interlanco Comunicaciones assumes no responsibility for any 
typographical, technical, or other inaccuracies, errors, or omissions in this 
documentation. In order to protect Interlanco Comunicaciones proprietary and 
confidential information and/or trade secrets, this documentation may describe some 
aspects of Interlanco Comunicaciones technology in generalized terms. Interlanco 
Comunicaciones reserves the right to periodically change information that is 
contained in this documentation; however, Interlanco Comunicaciones makes no 
commitment to provide any such changes, updates, enhancements, or other 
additions to this documentation to you in a timely manner or at all. 

This documentation might contain references to third-party sources of information, 
hardware or software, products or services including components and content such 
as content protected by copyright and/or third-party web sites (collectively the "Third 
Party Products and Services"). Interlanco Comunicaciones does not control, and is 
not responsible for, any Third Party Products and Services including, without 
limitation the content, accuracy, copyright compliance, compatibility, performance, 
trustworthiness, legality, decency, links, or any other aspect of Third Party Products 
and Services. The inclusion of a reference to Third Party Products and Services in 
this documentation does not imply endorsement by Interlanco Comunicaciones of the 
Third Party Products and Services or the third party in any way. 

EXCEPT TO THE EXTENT SPECIFICALLY PROHIBITED BY APPLICABLE LAW IN 
YOUR JURISDICTION, ALL CONDITIONS, ENDORSEMENTS, GUARANTEES, 
REPRESENTATIONS, OR WARRANTIES OF ANY KIND, EXPRESS OR IMPLIED, 
INCLUDING WITHOUT LIMITATION, ANY CONDITIONS, ENDORSEMENTS, 
GUARANTEES, REPRESENTATIONS OR WARRANTIES OF DURABILITY, 
FITNESS FOR A PARTICULAR PURPOSE OR USE, MERCHANTABILITY, 
MERCHANTABLE QUALITY, NON-INFRINGEMENT, SATISFACTORY QUALITY, 
OR TITLE, OR ARISING FROM A STATUTE OR CUSTOM OR A COURSE OF 
DEALING OR USAGE OF TRADE,OR RELATED TO THE DOCUMENTATION OR 
ITS USE, OR PERFORMANCE OR NON-PERFORMANCE OF ANY SOFTWARE, 
HARDWARE, SERVICE, OR ANY THIRD PARTY PRODUCTS AND SERVICES 
REFERENCED HEREIN, ARE HEREBY EXCLUDED. YOU MAY ALSO HAVE 
OTHER RIGHTS THAT VARY BY STATE OR PROVINCE. SOME JURISDICTIONS 
MAY NOT ALLOW THE EXCLUSION OR LIMITATION OF IMPLIED WARRANTIES 
AND CONDITIONS. TO THE EXTENT PERMITTED BY LAW, ANY IMPLIED 
WARRANTIES OR CONDITIONS RELATING TO THE DOCUMENTATION TO THE 
EXTENT THEY CANNOT BE EXCLUDED AS SET OUT ABOVE, BUT CAN BE 
LIMITED, ARE HEREBY LIMITED TO NINETY (90) DAYS FROM THE DATE YOU 
FIRST ACQUIRED THE DOCUMENTATION OR THE ITEM THAT IS THE SUBJECT 
OF THE CLAIM. 

TO THE MAXIMUM EXTENT PERMITTED BY APPLICABLE LAW IN YOUR 
JURISDICTION, IN NO EVENT SHALL INTERLANCO COMUNICACIONES BE 
LIABLE FOR ANY TYPE OF DAMAGES RELATED TO THIS DOCUMENTATION 
OR ITS USE, OR PERFORMANCE OR NON-PERFORMANCE OF ANY 
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SOFTWARE, HARDWARE, SERVICE, OR ANY THIRD PARTY PRODUCTS AND 
SERVICES REFERENCED HEREIN INCLUDING WITHOUT LIMITATION ANY OF 
THE FOLLOWING DAMAGES: DIRECT, CONSEQUENTIAL, EXEMPLARY, 
INCIDENTAL, INDIRECT, SPECIAL, PUNITIVE, OR AGGRAVATED DAMAGES, 
DAMAGES FOR LOSS OF PROFITS OR REVENUES, FAILURE TO REALIZE ANY 
EXPECTED SAVINGS, BUSINESS INTERRUPTION, LOSS OF BUSINESS 
INFORMATION, LOSS OF BUSINESS OPPORTUNITY, OR CORRUPTION OR 
LOSS OF DATA, FAILURES TO TRANSMIT OR RECEIVE ANY DATA, PROBLEMS 
ASSOCIATED WITH ANY APPLICATIONS USED IN CONJUNCTION WITH 
INTERLANCO COMUNICACIONES PRODUCTS OR SERVICES, DOWNTIME 
COSTS, LOSS OF THE USE OF INTERLANCO COMUNICACIONES PRODUCTS 
OR SERVICES OR ANY PORTION THEREOF OR OF ANY COST OF 
SUBSTITUTE GOODS, COSTS OF COVER, FACILITIES OR SERVICES, COST OF 
CAPITAL, OR OTHER SIMILAR PECUNIARY LOSSES, WHETHER OR NOT SUCH 
DAMAGES WERE FORESEEN OR UNFORESEEN, AND EVEN IF INTERLANCO 
COMUNICACIONES HAS BEEN ADVISED OF THE POSSIBILITY OF SUCH 
DAMAGES. 

TO THE MAXIMUM EXTENT PERMITTED BY APPLICABLE LAW IN YOUR 
JURISDICTION, INTERLANCO COMUNICACIONES SHALL HAVE NO OTHER 
OBLIGATION, DUTY, OR LIABILITY WHATSOEVER IN CONTRACT, TORT, OR 
OTHERWISE TO YOU INCLUDING ANY LIABILITY FOR NEGLIGENCE OR 
STRICT LIABILITY. 

THE LIMITATIONS, EXCLUSIONS, AND DISCLAIMERS HEREIN SHALL APPLY: 
(A) IRRESPECTIVE OF THE NATURE OF THE CAUSE OF ACTION, DEMAND, OR 
ACTION BY YOU INCLUDING BUT NOT LIMITED TO BREACH OF CONTRACT, 
NEGLIGENCE, TORT, STRICT LIABILITY OR ANY OTHER LEGAL THEORY AND 
SHALL SURVIVE A FUNDAMENTAL BREACH OR BREACHES OR THE FAILURE 
OF THE ESSENTIAL PURPOSE OF THIS AGREEMENT OR OF ANY REMEDY 
CONTAINED HEREIN; AND (B) TO INTERLANCO COMUNICACIONES AND ITS 
AFFILIATED COMPANIES, THEIR SUCCESSORS, ASSIGNS, AGENTS, 
AUTHORIZED INTERLANCO COMUNICACIONES  DISTRIBUTORS AND THEIR 
RESPECTIVE DIRECTORS, EMPLOYEES, AND INDEPENDENT CONTRACTORS. 

IN ADDITION TO THE LIMITATIONS AND EXCLUSIONS SET OUT ABOVE, IN NO 
EVENT SHALL ANY DIRECTOR, EMPLOYEE, AGENT, DISTRIBUTOR, SUPPLIER, 
INDEPENDENT CONTRACTOR OF INTERLANCO COMUNICACIONES OR ANY 
AFFILIATES OF INTERLANCO COMUNICACIONES HAVE ANY LIABILITY 
ARISING FROM OR RELATED TO THE DOCUMENTATION. 

Prior to subscribing for, installing, or using any Third Party Products and Services, it 
is your responsibility to ensure that the supplier has agreed to support all of their 
features. Installation or use of Third Party Products and Services with Interlanco 
Comunicaciones’s products and services may require one or more patent, trademark, 
copyright, or other licenses in order to avoid infringement or violation of third party 
rights. You are solely responsible for determining whether to use Third Party 
Products and Services and if any third party licenses are required to do so. If 
required you are responsible for acquiring them. You should not install or use Third 
Party Products and Services until all necessary licenses have been acquired. Any 
Third Party Products and Services that are provided with Interlanco 
Comunicaciones’s products and services are provided as a convenience to you and 
are provided "AS IS" with no express or implied conditions, endorsements, 
guarantees, representations, or warranties of any kind by Interlanco Comunicaciones 
and Interlanco Comunicaciones assumes no liability whatsoever, in relation thereto. 
Your use of Third Party Products and Services shall be governed by and subject to 
you agreeing to the terms of separate licenses and other agreements applicable 
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thereto with third parties, except to the extent expressly covered by a license or other 
agreement with Interlanco Comunicaciones. 

The terms of use of any Interlanco Comunicaciones product or service are set out in 
a separate license or other agreement with Interlanco Comunicaciones applicable 
thereto. NOTHING IN THIS DOCUMENTATION IS INTENDED TO SUPERSEDE 
ANY EXPRESS WRITTEN AGREEMENTS OR WARRANTIES PROVIDED BY 
INTERLANCO COMUNICACIONES FOR PORTIONS OF ANY INTERLANCO 
COMUNICACIONES PRODUCT OR SERVICE OTHER THAN THIS 
DOCUMENTATION. 

 

COPYRIGHT INFORMATION 
Copyright © 2015 Interlanco Comunicaciones All rights reserved 

Information in this document is subject to change without notice and does not 
represent a commitment on the behalf of Interlanco Comunicaciones. No part of this 
publication may be reproduced, stored in a retrieval system, or transmitted in any 
form or by any means, electronic, mechanical, photocopying, recording or otherwise, 
for any purpose other than the purchaser’s personal use, without the prior express 
written permission of Interlanco Comunicaciones. 
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Section 1 

RemoteBox Hardware 
 
RemoteBox has the following connections: 

• 12-14Vcc power cable. 
• Antenna switch connector: Ant1 or Ant2 (based on model) 
• Band Data Input 1 or 2 Radios (based on model). 
• Auxiliary Interface (i.e. band Pass Filter control) 
• USB Port for computer connection and software control through the RBM 

software program.  
 
Board layout. 

12Vdc

Ant-2

Ant-1

BandData-1

BandData-2

Aux

 
PCB inside view and layout for RemoteBox 

1.1 ANT1/ANT2 Ports: Antenna Switch Connection 
 
You can use the Female DB9 port labeled ANT1 to send signals to an antenna 
switch. If you have a 2x6 or 2x8 RemoteBox model it will also have an ANT2 port to 
control a second switch or a 2x RF IN switch. 
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This is the pin out of the ANT1/ANT2 ports: 

• Pin-1:  Common Ground  
• Pin-2: Antenna 1 
• Pin-3 Antenna 3 
• Pin-4 Antenna 5 
• Pin-5 Antenna 7 

• Pin-6:  Antenna 2 
• Pin-7: Antenna 4 
• Pin-8: Antenna 6 
• Pin-9: Antenna 8 

 

 
DB9 female 

 

RemoteBox provides two different voltage levels to power the switches: 

• 5V 

• 12V 

The voltage can be switches with jumpers JP-A for ANT1 and JP-B  for ANT2 

• Jumper in 1-2 provides 5V output 

• Jumper in 2-3 provides 12V output 

 

Jumpers JP-C and JP-D provide identical functionality on the AUX port. 

� When and antenna is activated the control pin with provide voltage to just that 
pin. The other pins will have 0v. Only one antenna can be active at a time so only 1 
pin of the DB9 will have voltage. 
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1.2 BD1/BD2 Ports: Radio Band Data connection 
 
You can send Band Data with a Yaesu or Elecraft K3 type Band Data standard 
transceiver. RemoteBox will receive Band Data and will allow for automation of 
antenna selection based on band information. This adds practicality and error proofs 
the radio shack.  
 

 
 
This is the Pin Out of the Band Data port: 

• Pin-1:  Common Ground  
• Pin-2: Band Data A 
• Pin-3 Band Data B 
• Pin-4 Band Data C 
• Pin-5 Band Data D 

• Pin-6:  Not used 
• Pin-7: Not used 
• Pin-8: Not used 
• Pin-9: Not used 

 
 
�  You can also use any device that reads CAT information and translates it into 
standard Yaesu/Elecraft type Band Data. 
 
You have to activate the Band Data options (SET1 and/or SET2) as well as configure 
the RBM band data/antenna matrix prior to using this functionality. 

 
1.3 AUX Port: Auxiliary port  
 
This auxiliary port allows the control of Band Pass filters such as ICE 419 type (or 
similar). When RemoteBox senses Band Data information in the Band Data ports it 
will automatically activate a signal in the DB15 female port to activate the appropriate 
filter. 
  
6 different signals can be activated based on 6 Band Data signals (12 for models with 
2x Models) for the following ham radio bands: 
 

- 10, 15, 20, 40, 80 and 160m 
  
RemoteBox can provide two different voltage levels to this port: 

 
• 5V 

• 12V 
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Voltage can be switch with jumpers JP-C (Band Data1) and JP-D (Band Data2) 

• Jumper in 1-2 provides 5V output 

• Jumper in 2-3 provides 12V output 

 

 
This is the Pin Out of the AUX Port: 

• Pin-1:  10m Band Data 1 
• Pin-2: 15m Band Data 1 
• Pin-3 20m Band Data 1 
• Pin-4 40m Band Data 1 
• Pin-5 80m Band Data 1 
• Pin-6 160m Band Data 1 
• Pin-7:  Common Ground 

 
 

• Pin-8: Common Ground 
• Pin-9: Common Ground 
• Pin-10 160m Band Data 2 
• Pin-11 80m Band Data 2 
• Pin-12 40m Band Data 2 
• Pin-13 20m Band Data 2 
• Pin-14:  15m Band Data 2 
• Pin-15:  10m Band Data 2 

 

 

 
DB9 Female connector 
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Section 2 

Configuration 
 
Programming the RemoteBox is easy. To access the different configuration menus 
press the RED button on the front of the device. The RemoteBox will go into 
programming mode showing the following subset of screens. 

• Next menu, press the ⇧ button (Up arrow).  

• To return to the previous menu, press the ⇩ button (Down arrow). 

• To change to the next option, press the ⇨ button (Right arrow). 

• To return to the previous option, press ⇦ button (Left arrow). 

 

Pressing the RED button it will Save and exit the configuration menu. 

�  RemoteBox will exit the Configuration menu automatically after 9 seconds of 
inactivity.  

These are the configuration options: 

 

SET1: RA Select 

Select the Antenna for Radio 1 (Radio A) for Manual or Automatic mode. In the 
automatic mode the RemoteBox will select the antenna when it senses a band 
change on Radio A. 

These are the available options: 

• Manual : Manual selection of the antennas 

• Band Data : Antenna selection based on Band Data (BD1). 

• ICOM Band Voltage : Antenna selection based on voltage levels compatible 
with ICOM. 

 

SET2: RB Select 

Select the Antenna for Radio 2 (Radio B) for Manual or Automatic mode. In the 
automatic mode the RemoteBox will select the antenna when it senses a band 
change on Radio B. 

These are the available options: 

• Manual : Manual selection of the antennas 

• Band Data : Antenna selection based on Band Data (BD2). 

• ICOM Band Voltage : Antenna selection based on voltage levels compatible 
with ICOM. 

�  This option is only available in the “2x” models. (2x6 or 2x8) 
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SET3: Priority 

We can select the default Radio when both Radios select de same Band.  

Only one antenna can be connected to one Radio (Radio A or B) so this option will 
define which Radio has priority on the antenna in case of a conflict. 

These are the available options: 

• Radio A : Antenna will always connect to Radio A (Radio A wins) 

• Radio B : Antenna will always connect to Radio B (Radio B wins) 

• Last Radio:  Antenna will connect to the last Radio that was selected. 

• First Radio : The first Radio that selected the antenna has priority.  

�  This option is only available in the “2x” models. (2x6 or 2x8). 

�  If RemoteBox has to reassign an antenna because it is being use by a higher 
priority Radio it will automatically connect it to an available antenna.  
 
SET4: Demo 

This option will demo/test the RemoteBox automatically changing antenna and radios 
on a set interval.  

 

SET5: USB Port 

This option sets the use of the USB port. If RemoteBox is not going to be connected 
to a computer it is better to deactivate the USB port.  
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Section 3 

Operation 
 
Operating the RemoteBox is very straight forward. The device has a 2 line by 16 
character LCD display. For models “2x” models each radio output (Radio A and B) 
will present the following information: 

M odo selección antenas

F oc o activo

Antenas Seleccionadas

Nom bre de las Antenas
 

• Antenna Selection Mode : It shows the mode (AUTO or MAN) for manual or 
automatic (i.e. using Band Data) 

• Active Focus : An asterisk (*) will indicate the Radio focus for Radio A or B. 
Focus on a specific Radio implies that any manual change will affect that 
particular radio.  

• Selected Antenna : This will show the selected antenna (1 through 8) used 
for each radio (RA or RB). RA5 shows that Radio A is using Antenna 5 and 
RB6 shows that radio B is using antenna 6. 

• Antenna Label : This presents the label assigned to each antenna. In the 
above image antenna 5 is labeled 160m and antenna 6 is labeled 6mYa (6m 
yagi). The labels can be customized with the RBM software as explained in 
the next section of this document.  

 

The front panel also houses 5 buttons: 

• RED button: to enter into configuration mode 

• Button 1: To set focus on Radio A. 

• Button 2: To set focus on Radio B  

• Button 3: To select the previous antenna. 

• Button 4: To select the next antenna. 
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IMPORTANT NOTE: 

Even with automatic (AUTO) mode enabled we can manually change the antenna 
without changing to manual (MAN) mode. The manually selected antenna will remain 
until the device detects a band change through the Band Data port or through the 
ICOM voltage change.  
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Section 4 

RemoteBox Manager 
 
We can use this program (RBM) in addition of the manual and automatic modes of 
the RemoteBox. This software will require the use of a computer and the USB port. 

We can also use the software to change the antenna labels. 

The enclosed CD-ROM contains the setup file to install RBM. The filename is: 
Setup.exe 

Once it is installed we can execute the program. 

The first screen will present us with a communication selection. We have the option 
of local connection through the virtual COM port or Remote through TCP/IP. We can 
also open this menu from the RBM program by selecting Options>Communications in 
the drop down menus.  

 

For a locally USB connected RemoteBox we select: Local  

We have to select the windows assigned COM port under Local > Port. 

For a remotely connected RemoteBox through TCP/IP (i.e. with a Raspberry Pi) we 
choose Remote  (TCP/IP). 

Once communication is established with the device RBM with read the RemoteBox 
configuration and present a screen based on the model.  

 

This is the screen of a 2x6 model 

 

�  Remember to install the Windows USB drivers available in the CD-ROM (see 
Annex III) 
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4.1: Antenna Operation 
 

Antenna operation with RBM is easy and very intuitive. The selected antenna is 
highlighted in GREEN and the rest are GREY. A “2x” model (2x6 or 2x8) will present 
two rows of antennas for Radio A and Radio B. 

To manually activate any antenna all we have to do is to left click on it. Only one 
antenna can be active per Radio.  

�  With the “2x” models (2x6 or 2x8) we could run into conflicts if both Radios try to 
use the same antenna. The Priorities menu will solve those conflicts. 

 

4.2: Antenna configuration based on Band Data 
 

For Automatic Band Data selection of antenna we have to complete the following 
matrix. 

The Band Data screen will allow us to select an antenna per band.  

 

 

 

In the previous image we can see that antenna 1 - labeled OB11 – will be selected 
when the Radio is in the 10, 15 or 20m band. In this same image we can see that for 
the 12, 17, and 30m bands the antenna selected is antenna 2 - labeled WARC. 
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4.3: Antenna Labeling 
 

This menu allows the user to label the different antenna ports of a controller. You can 
even disable a particular antenna port if it not being used.  

 

 

 

� The name of the antenna is limited to 4 characters. 
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Annex I –Yaesu Band Data Connection 
 
Yaesu transceivers (FT1000, FT1000MP, 2000, etc.) have a DIN port similar to the 
image below: 
 

                   
 
This is the connection diagram between a Yaesu DIN8 Band Data port and the 
RemoteBox Band Data DB9 Female port. Any transceiver that uses the Yaesu 
(A,B,C and D) Band Data standard can be connected to the same pins in the female 
DB9 port of the RemoteBox: 
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Annex II – Elecraft K3 Band Data Connection 
 

 
The Elecraft K3 has a Band Data port in the transceiver labeled ACC. It is a DB15 
port that sends 4 band signals called: 
 

BAND0, BAND1, BAND2 and BAND3 
 
These 4 signals and the common ground are located in the following pins of the ACC 
connector: 
 
 Pin 3:  Band1 OUT   
 Pin 5:   Common Ground 
 Pin 9:   Band2 OUT 
 Pin 13:  Band0 OUT 
 Pin 14:  Band3 OUT 
 
 
This is the connection diagram between the ACC port of a Elecraft K3 and the 
RemoteBox (DB9 female) Band Data port:  
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Annex III – USB (Virtual COM) Driver Install  
 
The first time you plug the RemoteBox to a computer through the USB port you will 
receive a “New Hardware Found” message and the following screen will appear.  
 
�  Windows 10 has default drivers for this hardware and will automatically assign a 
COM port. 
 

 
 

Select: “No, not this time”. The assistant will detect the new Hardware.  
 
Select Install from a list or specific location (Advanced), and select the location of 
the device drivers. 
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The Drivers are included in the enclosed CD-ROM.  Select "Search removable 
media (floppy, CD-ROM,..), and then click "Next". 
 
Once installed Windows will automatically create a Virtual COM port to 
communicate with the RemoteBox. 
 
 
� A Virtual COM port is the simulation of a serial port in software in order to allow 
a USB port to take its place. Virtual serial ports are necessary to enable an application 
that was written for the serial port to run on a computer that does not have that 
interface. Once the driver is installed, the RemoteBox device will always connect to 
the appropriate Virtual COM Port to communicate with the computer and the RBM 
software. 
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How to change the USB Virtual COM Port number in Wi ndows 
 
1. To change the Port Number of the USB COM Port open Device Manager by 
clicking Start -> Control Panel -> System (or hold down the "Windows" key and press 
"Pause-Break") select the Hardware Tab and click the Device Manager button. 

    or 

 Click Start -> Run... and enter devmgmt.msc 
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2. The USB Serial Port (COMX) is in the Ports section 

    To change the Port number right-click the USB Serial Device and select Properties 

 
 

3. Select the "Port Settings" Tab and click "Advanced" 

    You do not have to change any parameter.  
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4. Now you can select the Port Number you like to use.  

5. Click OK and close all open Dialogs 

 

 
�  Windows might not suggest restarting the computer but in some cases it might 
be necessary to manually restart the operating system.  
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